
Machine specification
•	 Working height: 17m
•	 Horizontal outreach: 9.7m
•	 Safe working load: 227kg
•	 Closed length: 5.06m
•	 Closed height: 2.07m
•	 Closed width: 1.5m
•	 Platform size: 1.45m x 0.76m
•	 Weight: 7,950kg
•	 Rotation: 355º
•	 Power: Electric
•	 IPAF licence type: 3b
•	 Non-marking tyres: Yes
•	 Boom type: Articulating
•	 People on platform: 2 maximum 
•	 Indoor use: Yes
•	 Outdoor use: Yes
•	 Power to platform: Yes

Dingli BA17NE

Interested in hiring this machine? Contact our friendly team by  
calling 0345 745 0000 or emailing ncc@nationwideplatforms.co.uk.

Electric boom lift
The Dingli BA17NE is the perfect solution for working at height with efficiency, safety and 
zero emissions. With impressive reach and smooth, quiet electric operation, the BA17NE is 
ideal for both indoor and outdoor applications.

Key benefits
•	 With a width of just 1.5m and zero tail swing, the BA17NE is ideal to 

carry out work in narrow and confined spaces.
•	 SkySentry telematics to allow you to track machine location, review machine 

utilisation statistics and monitor and control access as required.

•	 For increased safety when working at height, this machine is fitted with 
the manufacturer’s secondary guarding system.

•	 Fitted with Harness ON™, an intelligent anchor point that stops the 
MEWP’s operation until the operator attaches their harness carabiner.


